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Changes in small angle grinders series5 in comparision with series 3 and 4, and in specialpower tools
series 2 in comparision with series 1. 
KB 69A/B/C; HSW 114/115/125
 

	OLD SERIES – KB 69A-3…;HSW114-3 
	NEW SERIES – KB 69A-5…;HSW114-5…


	Poz 
	Ident number 
	Description 
	Ident number 
	Remarks 

	14 
	018 361 565 
	armature 
	018 361 693 
	EXCANGEABLE 

	17 
	017 421 380 
	bar strap 
	017 421 518 
	  

	22 
	633 011 989 
	switch 
	633 012 310 
	  

	32 
	017 421 026 
	stoper 
	NOT NEEDED 
	  

	45 
	018 790 196 
	suppressor 
	018 790 206 
	  

	95 
	018 420 800 
	motorhousing (red colour) 
	018 420 872 
	  

	95 
	018 420 801 
	motorhousing (black colour) 
	018 420 873 
	  

	95 
	018 420 798 
	motorhousing (blue colour) 
	018 420 874 
	  



KB 69A/B/C HSW 114/115/125 110V
	OLD SERIES – KB 69A-3…; HSW 114-3… 
	  


	Poz 
	Ident number 
	Description 
	Ident number 
	Remarks 

	14 
	018 361 580 
	armature 
	018 361 695 
	EXCHANGEABLE 

	17 
	017 421 380 
	bar strap 
	017 421 518 
	  

	22 
	633 011 989 
	switch 
	633 012 310 
	  

	32 
	017 421 026 
	stoper 
	NOT NEEDED 
	  

	45 
	018 790 196 
	suppressor 
	NOT NEEDED 
	(615 000 472) 

	86 
	018 510 521 
	wire 
	018 510 782 
	  

	79 
	018 510 583 
	wire 
	018510780 
	  

	44 
	018 510 459 
	wire 
	018 510 781 
	  

	95 
	018 420 800 
	motorhousing (red colour) 
	018 420 872 
	  

	95 
	018 420 801 
	motorhousing (black colour) 
	018 420 873 
	  

	95 
	018 420 798 
	motorhousing (blue colour) 
	018 420 874 
	  


MU 58-5 za BS/BN/HSG/HBW 18 – 220V in 110V   
	OLD SERIES – BS/BN/HSG/HBW 18-1 
	NEW SERIES – BS/BN/HSG/HBW 18-2 


	Service repaire of old models:
	 

	 
	 

	Replacement of armature:
Old armatures are exchangeable with new. New armatures have plastic protection of wire-against damage.

	 
	 

	Replacement of motorhousing:
Old and new motorhousing are not exchangeable. When old motorhousing (018 420 800 for red colour) is being replaced with new (018 420 872), also the bar strap (017 421 518) and switch (633 012 310) must be replaced.

	 

	Replacement of bar strap:
Old and new bar straps are not exchangeable. When old bar strap (017 421 380) is replaced by new (017 421 518), also the motorhousing (into 017 421 872 for red colour) and the switch (into 633 012 310) must be replaced.

	 

	Replacement of switch:
Old and new switch are not exchangeable. When old switch (633 011 989 or 633 011 150) is replaced by new (017 421 518), also the bar strap (into 017 421 518) and motorhousing (into 018 420 872 for red colour) must be replaced. And also the following things must be done:

	 

	KB 69A,B,C ; HSW114,115,125
Two fasteners (655 110 225, 0.8 x 2.8) must be tightened on suppressor wires (018 790 196), or old suppressor (018 790 196) must be replaced with new one (018 790 206).

	 

	KB 69E; HSW125E
Two fasteners (655 110 225, 0.8 x 2.8) must be tightened on suppressor wires in current limitator (018 520 036), or old limitator (018 520 036) must be replaced with new one (018 520 038).

	 

	KB 69RE; HSW126E
Two fasteners (655 110 225, 0.8 x 2.8) must be tightened on suppressor wires in current limitator (018 520 035), or old limitator (018 520 035) must be replaced with new one (018 520 037).



              We will provide new motorhousing and switches for service repairs of older models. 
